The PIX-3000X is a heavy-duty economical, and fully automatic electronic cost and payroll recorder as well as a time and date stamping machine. Also imprints hours, minutes, seconds and features alpha-numeric character printing.
**SPECIFICATIONS**

**POWER**
AC 120V ±10%, 60 Hz

**POWER CONSUMPTION**
Normal 3W, Max. 6W

**AMBIENT TEMPERATURE**
14°F ~ 113°F (-10°C ~ 45°C)

**HUMIDITY**
10% ~ 90% (no condensation)

**DIMENSIONS**
5.9” W x 6.9” H x 6” D (150 W mm x 176 H mm x 153 D mm)

**WEIGHT**
6 lbs. (2.3 kg)

Specifications are approximate and are subject to change without notice.

---

**FEATURES**

- Full power reserve keeps clock fully operational for 72 hours or 400 punches
- Automatic Daylight Saving Time adjustment
- Consecutive and repeat numbering
- Selectable manual or automatic printing
- Easy-to-replace ribbon cartridge
- Quartz clock accuracy
- Selectable imprint formats: prints year, month, day, hour (AM/PM or 0-23), minutes (regular or 10ths, 100ths), seconds, 3 or 6-digit number (various combinations available)
- Selectable imprint order
- Selectable character size (approx. 20 or 14 per line)
- Programmable alphanumeric imprint

**OPTIONAL FEATURES:**

- Master/slave synchronization and signal output (20 max.)
- Networked time Synchronization model available with Windows® based PIXCOMW software